orthern Colorado Traffic Control- An AWP Company
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1) TRAFFIC PLAN IS BASED ON MUTCD TA NO. 10 |
2) EXACT PLACEMENT OF DEVICES WILL BE DEPENDENT q. PLAN REVISED BY GARRETT MARTINEZ
ON SITE CONDITIONS CHANGES ARE TO BE IMPLEMENTED ] | l ] | EXP. 07/2022
WHERE APPLICABLE 2020
3) ALL WORKERS ON FOOT INSIDE OF THE WORK ZONE
SHALL UTILIZE PROPER PPE IN ACCORDANCE WITH OSHA 12/8/
REGULATIONS | :
4) WORKERS SHALL NOT CROSS LIVE LANES OF TRAFFIC t
ON FOOT WITHOUT THE ASSISTANCE OF FLAGGERS, y ’ NORTHERN COLORADO
USING THE "BUDDY SYSTEM" OR A DESIGNATED CROSSWALK . 4 TRAFFIC CONTROL INC.
5) ALL VEHICLES AND EQUIPMENT MOVING INSIDE OF THE e g | P —r———
CLOSURE SHALL BE EQUIPPED WITH BACK UP ALARMS OR i An AWP Company
UTILIZE A SPOTTER
6) ALL VEHICLES AND CONSTRUCTION EQUIPMENT SHALL PARK : : TONYA TONER
OFF THE ROADWAY ON THE SAME SIDE AS THE CLOSURE Project Manager
7) PLAN IS FOR UTILITY WORK AND SITE DEVELOPMENT NOT AN ENGINEER
8) WORK IS ESTIMATED TO TAKE 1 DAYS; WORKING HOURS ARE [ | ' | Greeley: 970-356-6881
9) SIGNS SHALL BE SPACED A MINIMUM OF 100 FT OR AS | | A G Motro. 503.659.1729 * Fax: 970-356-5862
1u)§r}2}’%ml§|:r%vfs A MINIMUM OF 50 FT, MAXIMUM 100 FT | [ | e 1712 1st Ave * PO Box 490 * Greeley, Co 80623
11) DEVICE SPACING SHALL BE APPROXIMATELY 15 FT IN TAPER i ‘ TONYA.TONER@nocotraffic.com
AND MAX 50 FT IN TANGENT AFTER HOURS EMERGENCY NUMBER 970-356-6881
12) NON-VEHICULAR ACCESS: BICYCLISTS ARE TO BE TREATED | ~ NER:
AS A VEHICLE, PEDESTRIAN FACILITIES ARE TO BE MAINTAINED |1/ | . - OWNER:
WHEN POSSIBLE A VIABLE DETOUR ROUTE WILL BE PUT INTO : Lo 2
PLACE AS REQUIRED ’ g i ‘ TOWN OF FREDRICK
13) PRIVATE ACCESS IS TO BE MAINTAINED AT ALL TIMES WITHIN ! 5
PROJECT LIMITS UNLESS OTHERWISE AGREED UPON BY y : [PROJECT NAME:
PROPERTY OWNER I CR 16, COLORADO BLVD
14) EMERGENCY VEHICLES WILL BE GIVEN THE RIGHT OF WAY
AS SOON AS IT IS SAFE TO DO SO PRIME CONTRACTOR
15) SAME DEVICES AND SPACING FOR OPPOSITE SIDE OF ROADWAY v
16) CLOSURE IS TO BE KEPT TO A MINIMUM IN BOTH LENGTH AND R Y _ K.P KAUFFMAN
DURATION
17) LIGHTED FLAGGING STATIONS SHALL BE PROVIDED DURING ) ST
ALL NON- DAYLIGHT HOURS (HEADLIGHTS ARE INADEQUATE) REVISION 2
: PREPARED BY

18) FLAGGER SHALL NOT CONTROL MORE THAN ONE STREAM OF -
VEHICULAR OR PEDESTRIAN TRAFFIC AT ANY GIVEN TIME
. TONYATONER  ccaExp 04-2020

TRAFFIC CONTROL CONTRACTOR|




